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Page 1 - GENERAL INFORMATION
SOUND - the music is written to be played through a PA system, and will not work acoustically even in a
small hall. He needs a high quality PA with plenty of power, like Meyer, or L’Acoustics. The speaker
system must give an even sound coverage to all parts of the auditorium. The mixing desk position must be
in the center of the body of the hall, not at the side, under a balcony, on a balcony or behind glass, and not
on a riser. The space of five seats will be required.
The sound engineer, David Kent, will arrive at least 1.5 hours before the sound check. Both the main PA
system and any monitors must be free of "Hum, Buzz" and any other interference.
An English speaking (or if not possible, French speaking) representative of the promoter must be present
from our arrival until the end of the concert.

LIGHTING - We require a lighting engineer to rig and operate lighting. We need the following lighting .
3 Profiles, above the stage, down stage centre (1 for the musician top light, 1 for the stand music, 1 for front
light).
4 Profiles, (2 Pink + 2 Lavender) to the sides.
2 profiles for the vocal mic (SR of the centre stage) position.
STAGING -

Two Music Stands.

GET IN - for an 8pm concert, a typical schedule would be:
17h00 - arrive and set-up, set lights, adjust the PA and monitors.
18h30 - sound check.
DRESSING ROOMS - Alexander needs a private, lockable dressing room with ready access to a lavatory
which is not used by the public, available for his sole use from the time he arrives at the venue, and a clean
towel.
FOOD - He likes to have fruit, fruit juice, coffee, tea, mineral water, sandwiches (meat and vegetarian), and
other snacks. He likes wine and beer after the show, and then to eat at a good restaurant (open late).
ACCOMMODATION - We need one ensuite single room and one ensuite double room in a good quality
hotel close to the venue. The hotel must have at least a 3 star rating, and everyone must be in the same
hotel.
TRAVEL - We will need local transportation when we arrive at the airport or the train station. We will also
need transport to and from the hotel and the venue, and back to the airport or the station on departure.
GENERAL NOTE - this rider is a starting point for staging the concert. If you have any problems or queries
please contact Alex as soon as possible.
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We always bring the following equipment:
1 Accusound Omnidirectional Microphone.
1 headphone monitor system.
You must supply the Front of House PA system.
1 Mixer with 4 band equalisation (at least 2 sweepable) and 3 auxiliary sends.
1 Lexicon PCM70 (or PCM80).
1 Yamaha SPX90 II (or 900 or 990 or 1000
1 Minidisc player
1 CD player
2 Main PA speakers (at least, more if necessary) - Meyer or similar. [* see note 1].
1 Stereo 27 band analog graphic equalizer at the mixer position for the main PA.
1 Multicore to the mix position from the stage, 2 microphone inputs + returns to the PA and monitors.
1 Set of cables, microphone cables, amplifiers etc., as necessary.
1 Tall boom microphone stand.
1 SM58 microphone
1 Pair of risers for the PA ( if they are required at your venue) . [* see note 1].

Note 1) The main PA speakers should be on the stage, not too far from the quartet, and on risers if the stage
is very low (the sound should seem to come from the quartet, but the speakers must not be at too low a
height so that they do not point directly at the heads of the audience in the first few rows). If you have a
system where the speakers are flown, or attached to the walls at the side of the hall then you must supply
two additional small speakers (or stage monitors) to be placed at the front of the stage, and they must have a
separate volume control. The system will need to provide a "Jazz-Rock" sound level to all parts of the hall.
The rear PA speakers will only be used at low levels and do not need to be as powerful as the main speakers.
GENERAL NOTE - queries about sound equipment can be addressed to David Kent at:

